
Safety Eyewash
Kestrel Court Harbour Road Portishead Bristol BS20 7AN
Phone: 01275 400456
Web: https://www.safety-eyewash.co.uk
Email: sales@safety-eyewash.co.uk

Foot Control Freestanding Eye Wash Fountain With Lid

Product Code: S0340-CS1-HFC

This freestanding eye wash fountain with lid and foot control is the most durable and versatile product in our eye wash range. The ‘clam shell’ style lid protects the
stainless steel bowl and spray nozzle assembly from dust, debris and microbes, while the cast iron floor flange means that it can be mounted wherever it’s needed most.
The unit can be activated by an easy-press handle or a floor pedal, and once operational it can be used completely hands free.

Our freestanding eye wash unit with lid and foot control comes with bright yellow detailing to ensure maximum visibility. It also comes with a waterproof test card to
facilitate weekly safety testing, which is required for ANSI compliance.

Delivery

From stock 1 to 2 working days delivery time
Orders placed before 11.30am will be despatched for delivery next working day, or two working days if ordered after 11.30am

Tech specs

Height (when lid opened): 1340mm
Width: 284mm
Material: powder coated galvanised steel pedestal, stainless steel bowl
Lid: stainless steel, ‘clam shell’ style
Waste: 32mm female connection
Water pressure: 2.07 - 6.21 bar
Flow Rate: 23.47 litres per minute
Ball valve: 1/2" chrome plated brass stay-open ball valve with 50 mesh inline strainer, brass 1/2" male BSP connector
Handle: stainless steel push handle
Spray heads: yellow ABS plastic spray heads with flip open covers, internal flow controls and filters

Extras

This foot control free standing eye wash fountain with lid currently has no extras available.

What is ANSI compliance?

Safety eye wash equipment is manufactured in accordance with ANSI Z2358.1, which determines things like water temperature and flow rate; however, in order to be fully
compliant with the regulations, you as the end user also have a responsibility to make sure that the unit is installed, maintained and used correctly. Visit our guide to ANSI
regulations to find out what you need to do to achieve compliance.

Related products

Our basic pedestal eye wash station comes without a lid or foot operation and offers excellent value for money. Similarly, our wall mounted eye wash units are cost
effective and extremely simple to install, making them ideal for smaller businesses. We also sell portable eye wash stations which require no plumbing whatsoever,
meaning that they can be used anywhere.

**All pictures shown are for illustration purpose only and may be subject to change without notice. Actual product may vary due to product enhancement.
All dimensions shown are for guidance only and may be subject to change or alteration without notice. All items manufactured or purchased separately from a third party to fit our products
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should be checked against the actual dimensions of the physical product before purchase. We will not be liable for third party costs and consequential loss associated with the items not
fitting third party components.**


